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INSERT THROUGH CENTER
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MANAGER SLOTS SHOWN

DETAIL A
SCALE 1 : 4

LOWER PANEL
HANGS ON UPPER
PANEL LANCES

Intended Use 
The Double-Sided Side Panel kit is intended to be used 
in the Evolution® Double-Sided Cable Manager only. 
Ensure you have the correct Side Panel height to match 
the manager height.

Parts Included
Side Panel Kit, 2 ea.
M6 Wingnut, 4 ea.
M6 Washer, 4 ea.

Installation 
The Two-Piece Side Panel kit upper panel hangs on the 
top of the manager and is secured by mounting the 
lower panel using the included hardware.

1. Hang upper Side Panel first, using the manager 
horizontal tube to locate the center.

2. Insert the lower Side Panel studs through the 
designated holes in the manager. The upper Side Panel 
lances should be used for locating the manager holes.

3. Fasten the lower Side Panel using the M6 Wingnuts 
(4 total) and M6 Washers (4 total) from inside of the 
manager.

Double-Sided
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4X M6 WINGNUT

4X M6 WASHER

Single-Sided

LOWER PANEL STUDS
INSERT THROUGH 
EMBOSS CUTOUTS &
MANAGER SLOTS SHOWN

DETAIL B
SCALE 1 : 2

LOWER PANEL
HANGS ON UPPER
PANEL LANCE

Intended Use 
The Single-Sided Side Panel is intended to be used in the 
Evolution® Single-Sided or Combination Style Cable Managers 
only. Ensure you have the correct Side Panel height to match 
the manager height.

Parts Included
Side Panel Kit, 2 ea.
M6 Wingnut, 4 ea.
M6 Washer, 4 ea.

Installation 
The Two-Piece Side Panel kit upper panel hangs on the top of 
the manager and is secured by mounting the lower panel using 
the included hardware.

1. Hang upper Side Panel first, using the manager horizontal 
tube to locate the center.

2. Insert the lower Side Panel studs through the designated 
holes in the manager. The upper Side Panel lance should be 
used for locating the manager holes.

3. Fasten the lower Side Panel using the M6 Wingnuts (4 total) 
and M6 Washers (4 total) from inside of the manager.

Installation Instructions
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