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PRODUCT CUT SHEET Protecting your technology investment.

Compression Lugs
Connect copper or tinned copper conductors to Busbars, racks, cabinets

or Cable Runway. Manufactured from electroplated tinned copper conductors.

• Available individually or in bulk quantities 

• 3 styles; Two-Hole, Slotted and 90˚ Slotted

• UL Listed

ORDERING INFORMATION

Part
Number Description Cable 

Size
Hole Spacing

in (mm)
Hole Size
in (mm)

Color 
Code Quantity

Shipping 
Weight
lb (kg)

40162-901 Two-Hole Lug #6 .625 (15.9) .250 (6.4) Blue 1 1 (0.5)
40162-951 Two-Hole Lug #6 .625 (15.9) .250 (6.4) Blue 50 2 (0.9)
40162-902 Two-Hole Lug #6 .750 (19.1) .375 (9.5) Blue 1 1 (0.5)
40162-952 Two-Hole Lug #6 .750 (19.1) .375 (9.5) Blue 50 2 (0.9)
40162-903 Two-Hole Lug #6 1.00 (25.4) .375 (9.5) Blue 1 1 (0.5)
40162-953 Two-Hole Lug #6 1.00 (25.4) .375 (9.5) Blue 50 2 (0.9)
40162-904 Two-Hole Lug #2 .625 (15.9) .250 (6.4) Brown 1 1 (0.5)
40162-954 Two-Hole Lug #2 .625 (15.9) .250 (6.4) Brown 25 2 (0.9)
40162-905 Two-Hole Lug #2 .750 (19.1) .375 (9.5) Brown 1 1 (0.5)
40162-955 Two-Hole Lug #2 .750 (19.1) .375 (9.5) Brown 25 2 (0.9)
40162-907 Two-Hole Lug #2 1.00 (25.4) .375 (9.5) Brown 1 1 (0.5)
40162-957 Two-Hole Lug #2 1.00 (25.4) .375 (9.5) Brown 25 2 (0.9)
40162-909 Two-Hole Lug 2/0 1.00 (25.4) .375 (9.5) Black 1 1 (0.5)
40162-959 Two-Hole Lug 2/0 1.00 (25.4) .375 (9.5) Black 10 2 (0.9)
40162-910 Two-Hole Lug 2/0 1.75 (44.5) .500 (12.7) Black 1 2 (0.9)
40162-960 Two-Hole Lug 2/0 1.75 (44.5) .500 (12.7) Black 10 2 (0.9)
40162-911 Two-Hole Lug 4/0 1.00 (25.4) .375 (9.5) Purple 1 1 (0.5)
40162-961 Two-Hole Lug 4/0 1.00 (25.4) .375 (9.5) Purple 10 2 (0.9)
40162-912 Two-Hole Lug 4/0 1.75 (44.5) .500 (12.7) Purple 1 1 (0.5)
40162-962 Two-Hole Lug 4/0 1.75 (44.5) .500 (12.7) Purple 10 3 (1.4)

40162-913 Slotted Lug #6 .500 (12.7)/.625 
(15.9) .250 (6.4) Blue 1 1 (0.5)

40162-963 Slotted Lug #6 .500 (12.7)/.625 
(15.9) .250 (6.4) Blue 25 2 (0.9)

40162-914 90˚ Slotted Lug #6 .500 (12.7)/.625 
(15.9) .250 (6.4) Blue 1 1 (0.5)

40162-964 90˚ Slotted Lug #6 .500 (12.7)/.625 
(15.9) .250 (6.4) Blue 25 2 (0.9)


